
• Channel letters signs and lightboxes

• Recommended depth 50-200 mm

• SPI protocol for per-pixel control

(individual LED module addressability)

• 5-years warranty

• L70 >54,000 h lifetime

• IP66 protection class
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GENERAL SPECIFICATIONS

SKU POWER, W LUMEN OUTPUT, LM
WAVE LENGTH

red green blue

BMP-RGBW-LE3A150E0.96-SPI 0.96 49 620~630 520~530 460~470

ORDERING INFORMATION

SUPPLY VOLTAGE 12 VDC

POWER, W 0.96 W

CRI 70

OPTICS 150°

RECCOMENDED DEPTH 50-200 mm

CC DISTANCE 200 mm

COLOUR / CCT RGBW

OPERATING TEMPERATURE -25 °C ~ +60 °C

STORAGE TEMPERATURE -40°C ~ +85 °C

CERTIFICATION CE, UKCA and RoHS compliant 

IP CLASS IP66

LIFETIME L70 >54,000h

WARRANTY 5 years

LIGHT DISTRIBUTION GRAPH

If you need a high-performance triple-chip 

RGBW module with advanced pixel control, 

the RGBW SPI modules are the perfect choice. 

Designed for medium to large depths (50 -

200 mm), these modules provide powerful 

illumination and excellent color mixing. With 

SPI addressability, each module can be 

individually controlled to create dynamic and 

customizable lighting effects. Combined with 

an L70 >54,000 h lifetime and a 5-years 

warranty, they are a reliable solution for both 

signage and decorative lighting projects.

Beam angle 150°

CHAIN BAG BOX

20 pcs (0.24 kg) 100 pcs (1.21 kg) 600 pcs (6.9 kg)

* Dimensions are in mm

RGBW SPI
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PACKAGING INFORMATION

ITEM DESCRIPTION 

APPLICATION

FEATURES & BENEFITS

Modules are sold in full bags only, with a minimum order of one bag.NOTE:
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